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TOTAL QUANTITIES AS SHOWN IN TABLE ARE COMPUTED TO TOP OF THE
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DESIGN NUMBER SHALL BE SPECIFIED.
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CLASS  A  CONCRETE ,  CUBIC YARDS
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STANDARD DEPTH DROP INLETS.

BAR BENDING DIAGRAMS AND DIMENSIONS, AS SHOWN THIS SHEET, ARE FOR

AND INCLUDES CURB.   FOR DROP INLETS OF GREATER DEPTH, INCHES PIPE PLUS 3
MULTIPLY THE FIGURE IN THE PER FOOT ROW BY THE DIFFERENCE IN HEIGHT
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INCLUDED IN THE PRICE BID FOR THE INLET.
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72'' RCP - 11'-0''

66'' RCP - 12'-0''

60'' RCP - 14'-0''

54'' RCP - 16'-0''

48'' RCP - 18'-0''

42'' RCP - 22'-0''

WITH THE 2019 ODOT STANDARD SPECIFICATIONS.
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INLET CDI 30SK RCP DES.

ADD'L. DEPTH IN INLET CDI 30SK RCP

3

R-39

CDIP30-2

30 DEG. SKEW 18" TO 72" R.C. PIPES

CAST-IN-PLACE CONCRETE DROP INLETS FOR

VF

EA

 RCP SHALLINCHESTO 72 INCHES MAXIMUM DEPTH OF DROP INLETS FOR 42 

INLET TOP OPENING SHALL HAVE 3'' x 7.58 LBS/FT  STD. WEIGHT STEEL PIPE, 

GALVANIZED, SCHEDULE 40, PIPE SAFETY GRATES INSTALLED PERPENDICULAR 

WASHER  & NUT MEETING THE REQUIREMENTS OF ASTM F 3125.  BOLT

 TO TOP OF DROP INLET AND ADD THE RESULTINCHESFROM TOP OF PIPE PLUS 3 
TO THE STANDARD DROP INLET QUANTITY.

      

 

 

 

 

 

 

 

 

 

 

    

 

 

2019 SPECIFICATIONS

ROADWAY ENGINEER:

APPROVED BY

DATE:

ROADWAY DESIGN DIVISION STANDARD
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