
CONSTRUCTION JOINT 
WHERE P.C. CONC. 
PAVING IS USED 

DITCH
_, 

LINE 

TONGUE AND 
GROOVE JOINT 

3'-0" 

NOTE: CURB TO BE PAID FOR AS 
CONTINUOUS THROUGH 

DIRECTION
_, 

OF FLOW 

W=3'-0" 
MINIMUM 

SEE PLANS 
STATIONING 

NOTE: CURTAIN WALL TO BE CON
STRUCTED AT BOTH ENDS 
OF CONCRETE VALLEY. 

SECTION B-B 

3/4" EXPANSION JOINT 

CONSTRUCTION JOINT 
WHERE P.C. CONC. 

PAVING IS USED. 

THE CURB OPENING. PLAN 

DESIGN 1 DETAIL OF CURB OPENING 

IN CONCRETE CURB 

* 6'-0" VARIABLE-SEE STD. Cl-2 & 
DOWNSTREAM SIDE 

A 
SUMMARY OF STRUCTURES 

OF INLET � - ' - - - 1- - - - - - - - - - - - - 7 

10'-0" 
UPSTREAM SIDE OF INLET 

:_t- TOP OF CURB INLETS TO BE 1" 
- - -

* CONST. 10'-0" TRANSITION ON BOTH ENDS 
WHEN INLET IS LOCATED IN SUMP 

NO. 6 REINF. BAR 
COST TO BE INCLUDED 

IN OTHER ITEMS OF WORK 

LOWER THAN NORMAL TOP CURB 
TO ALLOW FOR 1 112" DROP. 

EDGE 2'-8" COMB. C & G 
EDGE 1'-8" COMB. C & G 

TOTAL LENGTH TO BE PAID FOR AS 1'-8" OR 2'-8" COMB. CURB & GUTTER 

PLAN 

CURB TURNOUT FOR CURB INLET 

0 

l ♦ 
TONGUE AND 
GROOVE JOINT 

'�fI: 
W=2'-0" 

MINIMUM 
SEE PLANS 

STATIONING 

PLAN 

DESIGN 2 

DROP IN NORMAL 

EDGE 2'-8" 
COMB. C.&G. 

e CLASS C CONCRETE 
WINO. 4 REINF. STEEL 
SPACED@15" CIC 

BOTH DIRECTIONS. 

0 

j 
SECTION C-C 

3'-0" RAD. 

4" CLASS 
C CONC. 

CURB OPENING - CLASS C CONCRETE QUANTITIES 

21-111 

3'-6" 

SECTION A-A 

DESIGN 1 

CURTAIN 
WALL 

0.096 C.Y. 

en 
a: 
::::, 

3;:U 

0 _J 
_J <( 
LJ.J::,: 
en a: 
= 0 
-z 

(L 
0 
a: 
0 

� 

PER FOOT 
OF FLUME 

0.048 C.Y. 

DESIGN 2 

CURTAIN PER FOOT 
WALL OF FLUME 

0.074 C.Y. 0.037 C.Y. 

GENERAL NOTES 

1. ALL CONSTRUCTION AND MATERIAL REQUIREMENTS SHALL BE IN 
ACCORDANCE WITH THE 2019 ODOT STANDARD SPECIFICATIONS. 

2. INLET STRUCTURES MAY BE SUPPLIED AS PRECAST UNITS IF 
PROPOSED PRECAST DESIGN IS SUBMITTED TO THE ENGINEER 
AND APPROVED FOR USE. SEE ROADWAY STANDARD Cl-2. 

BASIS OF PAYMENT 

ITEM NO. ITEM I UNIT 
509 (D) CLASS C CONCRETE I CY 

I 

APPROVED BY 
ROADWAY ENGINEER: �c....__.:.J,."""'--=::..:_><....:::::.._ ___ DATE: __ _ 
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